











IMPACTW Features

Compact size

The physical footprint of the Impact™ is slightly larger then
a matchbox. The actual dimensions are 69 x 46 x 46 mm
(2.716” x 1.811” x 1.811”).

Quick shutoff

In cases where there is a requirement for increased closing
speed for fail safe operations, the Impact™ provides faster
closing due to the additional air pressure assisting the
springs.

Dynamic responsive
The Impact™ unique design dynamically responds

Ball valve torque

Self opening

When the actuator has closed
the valve the Impact™
maintains the air pressure on
the springs until the next
operation. This gives the
actuator a higher spring end
torque which is ideal for “self-
opening” valves.
Because high pressure
fluid loads the entire
valve port it creates a
force that acts against
the actuator springs.

Reduce maintenance & inventory

Being only one size makes the Impact™ a great staff tool
for the maintenance personnel on site and an economical
solution for procurement.

Patented
The Impact™ is patent pending.

Butterfly valve torque

to valve torque increases and provides the extra 5 )
air pressure to the actuator when it is required. £ £
Evgry valv_e type has its typiqal torque profile apd :’%’ “:é |
spring action of the actuator is required to provide S S ' I
enough torque through the full stroke. The Impact™ ‘ Q "
responds to the actual conditions to give the @ B
additional torque. The Impact™ will also respond ~ !
to situations where unexpected conditions can @ '
i i i — x —t
cause the valves to seize. w10 o L. o N
Open Close Close
Plug valve Ball valve Butterfly valve
-500 -500 -500
lMPACT'” | |
400 400
IMPAI.‘.Tw
B B lMPACT'”
) 2 L0 )
£ £ £
3 s | Spring 3
g g 1200 torque g
2 ° e
. i i
100 Spring 100 prig
L0 L0 N
90" 80° 70 60" 90° 40° 30° 20° 10" ¢ 90" 80° 70" 60° 80 40" 30° 30 10° ¢° 90" 80" 70" 60" 50 40° 30° 20" 10" ¢
Open Rotation Close Open Rotation Close Open Rotation Close
HABONIM IMPACT™ SPRING ASSIST 5



IMPACTW How to calculate additional spring closing torque

The following steps will help you understand how to calculate the
additional torque the Impact™ Air Assist will give your Spring Return
actuator. The Impact™ will work with any type actuator, and you

should use the torque tables provided by your actuator of preference: 51"‘7’ zg-g
(1
STEP 1: Calculate Torque difference 2z =
In the Double acting Torque table find the actuator RCED)
model and size that you are working with. Calculate 228
the torque difference of 1 bar at any pressure. . j‘“:i

Example shown:

The Spring Return actuator model size is C30 and
the AP of 1 bar calculated is between 5.0 bar
(73 psi) and 6.0 bar (87 psi).

The additional torque will be:

130-107=23[Nm] (1,150-947=203in-Ib).

STEP 2: Calculate Spring Torque
In the Spring Return torque tables find the actuator
model and size with the spring combination that you
are working with. Locate the Spring End torque and
add the additional torque as above.

Example shown:

The Spring Return actuator model size is C30 with
2C spring combination.

The Spring End torque is 44[Nm] (389in-Ib).

The new Spring End torque will be:
44+23=67[Nm] (389+203=592in-Ib).

Dimensions Specifications
Solenoid interface side . 0.472 0.472 * The Impact™ is environmentally protected by a hard anodized
Q? O-ring (12) (12) coating that is applied to all the parts both internally and externally.
S 0.630 ¢ The temperature limits are -20°C to +80°C (-4°F to +176°F).
6 [H %’oﬁ.%o * The air supply pressure range is 3 to 8 bar (45 to 120 psi).
| * The Impact™ will not operate at pressures below 3 bar (45 psi).
°($27)2J" ~ o2 ¢ The Impact™ is not affected by humidity, moisture, wetness or
1.299 magnetic surroundings.

(33) . . .
e Use only filtered air to 30 microns.

FA Ordering Information
E@ } Please provide all the information specified below:

2716 —~

Connecting  Air suppl ~—1.811—
9 pply 69)

screws  connection (46)

Namur interface actuators:

IMPACT™-I : Imperial connecting screws thread type 10/24 UNC and
air supply connection type 1/4” NPT.

IMPACT™-M : Metric connecting screws thread type M5 and air supply

O3 connection type G-1/4” 1SO.
‘ 0.630 Non-Namur actuators: As above but add the letter “X”
[TFe€8 [ 15  IMPACT™-I-X for Imperial / IMPACT™"-M-X for Metric
¢ (16) All the Impact™ units are provided with the two

connecting screws and two O-rings.

In accordance with our policy to strive for continuous improvement of the product, we reserve the right to alter the dimensions, technical data and information included in this catalogue when required.
IMPACT™ is a trade mark of Habonim Industrial Valves & Actuators.
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